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New Construction Awning with Exterior 

Sheathing Removed and Brickmould

Tools: (Not Provided by Manufacturer) 

Tape Measure   Utility Knife 

Screw Gun   Caulk Gun 

Level    Hammer 

Putty Knife    Safety Glasses 

Framing Square   Hand Roller 

Staple Gun /w staples  Foam Gun 

Supplies: (not provided by Manufacturer) 

фέ ŦƭŀǎƘƛƴƎ ǘŀǇŜ   Sealant 

Low expanding Foam  Non-biodegradable 
shims 

Fasteners (stainless steel) 

Provided by Manufacturer: 

Nail fin (if applicable) Chevrons (if applicable) 

Screw pack  

Warnings: 
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Step One: Rough Opening (RO) Prep 

 Check opening for level, plumb and square.  Note 

any discrepancies for proper shimming in later 

steps, or if possible, adjust rough opening to create 

a level, plumb and square opening. 

 

 

 Pre-cut your flashing tape using the following 

formulas: 

 

Sill: RO width + (2 x tape width) 

 

Jamb:  RO height + (2 x tape width) - мέ 

 

IŜŀŘΥ wh ǿƛŘǘƘ Ҍ όн Ȅ ǘŀǇŜ ǿƛŘǘƘύ Ҍ нέ 

 

 Using a staple gun, attach the sill flashing to the sill 

ƻŦ ǘƘŜ ǊƻǳƎƘ ŦǊŀƳƛƴƎ ƭŜŀǾƛƴƎ фέ ƻƴ ōƻǘƘ ǘƘŜ ƭŜŦǘ ŀƴŘ 

right side of the rough opening.  Only staple along 

the top portion of the flashing only at the sill of the 

rough opening leaving the bottom and side section 

open. (Fig. 1-1) 

 

 All staplŜǎ ǎƘƻǳƭŘ ōŜ ōŜǘǿŜŜƴ мнέ-мсέ ŀǇŀǊǘ. 

 

 Using a single piece of self-adhesive flashing tape, 

make a sill pan with end dams (sides) that run up 

the rƻǳƎƘ ŦǊŀƳƛƴƎ ƧŀƳō ŀǘ ƭŜŀǎǘ сέ ŀƴŘ ŦƻƭŘ ƻǾŜǊ ƻƴ 

to the face of the rough opening and extend 

ƻǳǘǿŀǊŘ ŦǊƻƳ ǘƘŜ ǊƻǳƎƘ ƻǇŜƴƛƴƎ ŀǘ ƭŜŀǎǘ нέ. (Fig.1-

3) 

 

 

 

Fig. 1-1 

 

 

Fig. 1-2 
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Step Two: Installing the widow 

 Check the sill for level once again and shim if 
necessary. 

 Apply the left and right jamb flashing extending 
8ѹέ ŀōƻǾŜ ǘƘŜ ƘŜŀŘ ƻŦ ǘƘŜ ǿƛƴŘƻǿ ǳƴƛǘ ƻƴ ōƻǘƘ 
sides. The jamb flashing should sit on top of the 
sill flashing and NOT extending past it on the 
bottom. (fig. 2-1) 

 Using a staple gun, attach the flashing to the 
rough opening securing it everywhere but the 
area where it overlaps the sill flashing. 

 Apply sealant starting at the top of the left and 
right jamb flashing closest to the rough opening 
and come down 8½έ with the sealant. 

 

 Place head flashing at the top of the window 
pressing it into the sealant.  The head flashing 
should extend out past the both jamb flashing 
ǇƛŜŎŜǎ ōȅ ŀ ƭŜŀǎǘ ŀ ѹέΦ όCƛƎΦ н-2) 

 !ǇǇƭȅ ǘǿƻ оκуέ ōŜŀŘǎ ƻŦ ǎŜŀƭŀƴǘ ŀǊƻǳƴŘ ǘƘŜ 
perimeter of the rough opening on top of the 
previously applied flashing tape. 

 Remove the screw cap cover from around the 
brick mold. 

 Insert brickmould window into the rough 
opening bottom first and tilt the top into place 
afterward.  Press the window into place. 
Squeeze out should be present around the 
entire perimeter of the window. 

 Starting at the top left corner, come down the 
ƧŀƳō пέ ŀƴŘ ǇƭŀŎŜ ŀ ŦŀǎǘŜƴŜǊ ƛƴ ǘƘŜ ǎŎǊŜǿ 
channel of the brickmould. 

 

 Check the unit for level, plumb and square and adjust accordingly. 

 Apply a second fastener 4 inch up from the bottom right corner sill in the brick mold screw channel and 
check level, plumb, and square . Adjust accordingly. 

 Measuring ǳǇ пέ ŦǊƻƳ ǘƘŜ ǎƛƭƭ ƻƴ ǘƘŜ ōƻǘǘƻƳ ƭŜŦǘ, ŀǇǇƭȅ ŀƴƻǘƘŜǊ ŦŀǎǘŜƴŜǊ ŀƴŘ ŎƻƳŜ ƻǾŜǊ пέ ŦǊƻƳ ōƻǘƘ 
the right and left jamb and apply a fastener.   
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Water Barrier Steps 

    

 

 

NOTE:  There are many variations of install that may be encountered when replacing windows.  One 

conventional replacement scenario is described in these instructions.  For questions on appropriate 

installation procedures, refer to your GENERAL CONTRACTOR, LOCAL and STATE BUILDING CODES, 

ARCHITECTURAL SPECIFICATIONS, and ASTM E2112.   


